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DMX512 LED Controller
5Ax4 Channel Output @ 12V
INPUT: 12-24V -- 240W Max
OUTPUT: TO LED
FLICKER FREE: 5.2kHz
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In Line Unlimited Pure DMX A-Grade LED Strip Setup with LED-CON4-R2

Item Numbers:
5050-LED-RGBA-DD-A
5050-LED-RGBWW-DD-A
5050-LED-RGBWH-DD-A
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DMX512 LED Controller
5Ax4 Channel Output @ 12V
INPUT: 12-24V -- 240W Max
OUTPUT: TO LED
FLICKER FREE: 5.2kHz

O
U

T
P

U
T

D
C

 IN
12

-2
4V

B-

G-

R-

V+

V+

W-

V-

Power Supply

LED-PS12V-96W

110/220 V AC

+12V +12V

si
rs

-eG
R
W
B

+12V +12V

si
rs

-eG
R
W
B

16.4ft (5m)

R
J45-XLR

M
3-M

K2
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*Cable length may vary depending on LED RGBW Strip length.

If more cable is needed, two DMXN20-3Ls can be connected together to reach desired length,
or custom length cables can be ordered

If distance between LED-CON4-R2s is less than 6ft (1.82m), RJ45-6F-MK2 (not shown) may be used to
connect LED-CON4-R2s instead of DMXN20-3L

If RJ45-6F is used instead of DMXN20-3L, or custom length cables, RJ45-XLRF3-MK2 and 
RJ45-XLRM3-MK2 connected to DMXN20-3L or custom length cables are not required

One RJ45-XLRM3-MK2 is, however, required to connect to DMX Interface / DMX Console
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*To add more RGBW LED Strips
to this setup, repeat process as

shown from LED-CON4-R2

DMXN20-3L


